








��� Published papers referencing Odyssey data

��� Posters related to the Odyssey System

��� Upcoming and archived webinars

��� LI-COR Products and Applications Guide

��� Odyssey Protocols

��� Odyssey Software Power Users Guide (video training)

��� Related Products and Brochures

��ƒ Odyssey MousePOD® for 
in-vivo molecular imaging

��ƒ In-Cell Western™ Assay 
Application Overview

��ƒ Aerius® Automated Infrared Imaging System 
for high throughput In-Cell Western™ assays

��ƒ Pearl® Imager - Near-Infrared 
Animal Imaging System

odysseyimager.com

Products and Applications Guide

Available online at: 

www.licor.com/bio

Check out the Products and Applications Guide for a list of 

instruments, reagents and accessories designed for your 

Infrared Imaging needs.



Laser Lifetime:
40,000 working hours typical

700 Channel Laser Source:
Solid-state diode laser at 685 nm

800 Channel Laser Source:
Solid-state diode laser at 785 nm

Detectors:
Silicon avalanche photodiodes

Scanning Speed:
5-40 cm/s

Resolution:
21-337 μm

Focusing:
Scan bed is movable in the Z-dimension, allowing the 
fluorescence detection microscope to be aligned to the top 
surface of the glass to obtain the best signal-to-noise ratio

Operating Conditions:
15-35°C and dew point no greater than 20°C 

Power Requirements:
Automatic voltage selection at 90-250 VAC and 47-
63 Hz; 1.1 Amps at 120 V; 200 watts maximum

Dimensions:
37 h x 53 w x 58 d cm (14.5 x 21 x 23 inches)

Weight:
33 kg (72 lbs)

Data Storage Capacity:
80 GB

Network Protocol:
TCP/IP

Network Connection:
Cat. 5 RJ-45, 10 Base-T/100 Base-TX

Security:
Password protected access

UL/CL approved

       System Specifications

Westerns on the Odyssey System
Better Data, Cleaner Planet

Infrared imaging on the Odyssey System does 

not require film, excessive use of fresh water, 

or any of the hazardous chemicals associ-

ated with film development.

For more details, visit: 

www.licor.com/green
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LI-COR Biosciences
4647 Superior Street
Lincoln, NE 68504
Phone: 402-467-0700
Phone: 888-645-7242
Fax: 402-467-0819
Email: bio.orders@licor.com

LI-COR GmbH, Germany
Serving Europe, Africa and the Middle East

LI-COR Biosciences GmbH
Siemensstraße 25A
D-61352 Bad Homburg
Germany
Phone: +49 (0) 6172 17 17 771
Fax: +49 (0) 6172 17 17 799
Email: gmbh@licor.com

LI-COR Ltd., UK
Serving UK, Ireland and Scandinavia

LI-COR Biosciences UK Ltd
St. John’s Innovation Centre
Cowley Road
Cambridge
CB4 0WS
United Kingdom
Phone: +44 (0) 1223 422104
Fax: +44 (0) 1223 422105
Email: UK@licor.com

Locations WorldWide
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LI-COR is an ISO 9001 registered company. © 2009 LI-COR Inc. 
Specifications subject to change. LI-COR, Odyssey, Aerius, Pearl, 
MousePOD, In-Cell Western, MPX, and IRDye are trademarks or 
registered trademarks of LI-COR, Inc in the United States and 
other countries. All other trademarks belong to their respective 
owners. The Odyssey Infrared Imager, Aerius Automated Infrared 
Imager, and IRDye Infrared Dyes are covered by U.S. patents, 
foreign equivalents, and other patents pending.

The LI-COR board of directors would like to take this opportunity 
to return thanks to God for His merciful providence in allowing 
LI-COR to develop and commercialize products, through the col-
lective effort of dedicated employees, that enable the examination 
of the wonders of His works.

“Trust in the LORD with all your heart and do not lean on your 
own understanding. In all your ways acknowledge Him, and He 
will make your paths straight.”
—Proverbs 3:5,6
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